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•  8.29 Megapixel high-performance CMOS
•  Ultra-low light
•  3840 × 2160 resolution
•  fixed focal lens
•  true WDR 120dB, 3D DNR
•  EXIR 2.0, smart IR, up to 60m IR distance
•  IP67

DS-2CE18U8T-IT3

41.570.000 R

4K Ultra-Low Light Bullet Camera

•  8.29 Megapixel high-performance CMOS
•  Ultra-low light
•  3840 × 2160 resolution
•  2.8 mm, 3.6 mm, 6 mm fixed focal lens
•  true WDR 120dB, 3D DNR
•  EXIR 2.0, smart IR, up to 60m IR distance
•  IP67

DS-2CE78U8T-IT3

39.490.000 R

4K Turret Camera
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• Resolution: from 420TVL to 

HD1080P

• Compression: H.264

HISTORY
Turbo HD

• Resolution: Up to 5MP

Compression: H.264 & H.264+

• Compatibility: TVI / CVBS / IPC 

along with 2 more standards

• Installation flexibility: PoC 1.0

• Ultra HD: up to 8MP

• Compression: H.265 & H.265+

• Ultra low light technology

• Updated Installation flexibility: PoC 2.0

TURBO HD U8 Series (8MP)
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TURBO HD H1 Series (5MP) POC support
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•  5 Megapixel high-performance
•  2560 × 1944 resolution
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR
•  EXIR up to 20m IR distance
•  IP67 weatherproof
•  Poc Support

DS-2CE56H1T-ITME

11.400.000 R

5MP EXIR Turret Camera

•  8.29 Megapixel high-performance CMOS
•  Ultra-low light
•  3840 × 2160 resolution
•  2.8 mm, 3.6 mm, 6 mm fixed focal lens
•  true WDR 120dB, 3D DNR
•  EXIR 2.0, smart IR, up to 60m IR distance
•  IP67

DS-2CE56H1T-IT1E

16.630.000 R

4K Turret Camera

•  5 Megapixel high-performance
•  2560 × 1944 resolution
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR,DWDR
•  EXIR up to 40m IR distance
•  IP67 weatherproof
•  Poc Support

DS-2CE56H1T-IT3E

CALL

5MP EXIR Turret Camera

•  5 Megapixel high-performance
    CMOS, 2592×1944
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR,DWDR
•  EXIR up to 20m IR distance
•  IP67 weatherproof
•  Poc Support

DS-2CE16H1T-ITE

11.770.000 R

5MP Bullet Camera

•   5 Megapixel high-performance
    CMOS, 2592×1944
•   True Day/Night ,BLC , AGC
•   OSD menu, DNR, Smart IR,DWDR
•   EXIR up to 20m IR distance
•   IP67 weatherproof
•   Poc Support

DS-2CE16H1T-IT1E

12.840.000 R

5MP EXIR Bullet Camera

•  5 Megapixel high-performance
    CMOS, 2592×1944
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR,DWDR
•  EXIR up to 20m IR distance
•  IP67 weatherproof
•  Poc Support

DS-2CE16H1T-IT3E

13.860.000 R

5MP Bullet Camera

•   5 Megapixel high-performance
    CMOS, 2592×1944
•   True Day/Night ,BLC , AGC
•   OSD menu, DNR, Smart IR,DWDR
•   EXIR up to 80m IR distance
•   IP67 weatherproof
•   Poc Support

DS-2CE16H1T-IT5E

14.950.000 R

5MP EXIR Bullet Camera

•  5 Megapixel high-performance
•  2592×1944 resolution
•  2.8-12mm Motorized Lens
•  smart IR, up to 40 m
•  OSD menu, 2D DNR, DWDR
•  IP67 weatherproof
•  Poc Support

DS-2CE16H1T-IT3ZE

19.990.000 R

5MP Motorized Lens Camera

•   5 Megapixel high-performance
•  2560 × 1944 resolution
•  2.8-12mm Motorized Lens
•  smart IR, up to 40 m
•  OSD menu, 2D DNR, DWDR
•  IP67 weatherproof
•  Poc Support

DS-2CE56H1T-IT3ZE

19.710.000 R

5MP EXIR Bullet Camera



TURBO HD H0 Series (5MP)

•  5 Megapixel high-performance
•  2560 × 1944 resolution
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR
•  EXIR up to 20m IR distance
•  IP67 weatherproof
•  4-in-1 video output (switchable
   TVI/AHD/CVI/CVBS)

DS-2CE56H0T-ITMF

CALL

5MP EXIR Turret Camera

•  5 Megapixel high-performance
•  2560 × 1944 resolution
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR
•  EXIR up to 20m IR distance
•  IP67 weatherproof
•  4-in-1 video output (switchable
   TVI/AHD/CVI/CVBS)

DS-2CE56H0T-IT1F

13.170.000 R

5MP EXIR Turret Camera

•  5 Megapixel high-performance
•  2560 × 1944 resolution
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR
•  EXIR up to 40m IR distance
•  IP67 weatherproof
•  4-in-1 video output (switchable
   TVI/AHD/CVI/CVBS

DS-2CE56H0T-IT3F

13.540.000 R

5MP EXIR Turret Camera

• 5 Megapixel high-performance
•2560 × 1944 resolution PIR detection,
•True Day/Night ,BLC , AGC
•OSD menu, DNR, Smart IR
•EXIR up to 20m IR distance
•IP67 weatherproof
•4-in-1 video output (switchable
TVI/AHD/CVI/CVBS)

DS-2CE11H0T-PIRL

10.223.500 R

5MP PIR Bullet Camera

•  5 Megapixel high-performance
•  2560 × 1944 resolu��on
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR
•  EXIR up to 20m IR distance
•  IP67 weatherproof
•  4-in-1 video output (switchable
   TVI/AHD/CVI/CVBS)

DS-2CE16H0T-ITF

11.770.000 R

5MP EXIR Bullet Camera

•  5 Megapixel high-performance
•  2560 × 1944 resolu�on
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR
•  EXIR up to 20m IR distance
•  IP67 weatherproof
•   4-in-1 video output (switchable
    TVI/AHD/CVI/CVBS)

DS-2CE16H0T-IT1F

12.840.000 R

5MP EXIR Bullet Camera

•  5 Megapixel high-performance
•  2560 × 1944 resolution
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR
•  EXIR up to 40m IR distance
•  IP67 weatherproof
•  4-in-1 video output (switchable
   TVI/AHD/CVI/CVBS)

DS-2CE16H0T-IT3F

13.860.000 R

5MP EXIR Bullet Camera

•  5 Megapixel high-performance
•  2560 × 1944 resolu�on
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR
•  EXIR up to 80m IR distance
•  IP67 weatherproof
•  4-in-1 video output (switchable
   TVI/AHD/CVI/CVBS)

DS-2CE16H0T-IT5F

12.571.800 R

5MP EXIR Bullet Camera

•  5 Megapixel high-performance
•  2560 × 1944 resolution
•  2.7-13.5mm Motorized Lens
•  smart IR, up to 40 m
•  OSD menu, 2D DNR, DWDR
•  IP67 weatherproof
•  4-in-1 video output (switchable
   TVI/AHD/CVI/CVBS)

DS-2CE16H0T-IT3ZF

23.910.000 R

5MP Motorized Lens Camera

•  5 Megapixel high-performance
•  2560 × 1944 resolution
•  2.7-13.5mm Motorized Lens
•  smart IR, up to 40 m
•  OSD menu, 2D DNR, DWDR
•  IP67 weatherproof
•  4-in-1 video output (switchable
   TVI/AHD/CVI/CVBS)

DS-2CE56H0T-IT3ZF

23.560.000 R

5MP Motorized Lens Camera
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TURBO HD H0&D0 Series (5MP. 2MP)

•  2.0MP high-performance CMOS :
   1920×1080 , Fixed Lens
•  True Day/Night,DNR, smart IR
•  120 dB true WDR,3D DNR
•   EXIR up to 20m IR distance

DS-2CE38D8T-PIR

CALL

2MP EXIR Light PIR Cube Camera

•  5.0MP high-performance CMOS
   2560 × 1944 resolution, Fixed Lens
•  BLC,DNR,Smart IR,
•  True Day/Night,AGC
•  OSD menu up the coax via cable
•  EXIR up to 20m IR distance
•  IP67
•  Front cover: Metal-Main body:Plastic

DS-2CE11H0T-PIRL

CALL

5MP EXIR PIR Bullet Camera

•  5.0MP high-performance CMOS :
   2560 × 1944 resolution, Fixed Lens
•  BLC,DNR,Smart IR,
•  True Day/Night,AGC
•  OSD menu up the coax via cable
•   EXIR up to 20m IR distance
•   IP67
•   Front cover: Metal-Main body: Plastic

DS-2CE12H0T-PIRL

CALL

5MP EXIR PIR Bullet Camera
Full time color

•  5.0MP high-performance CMOS :
   2560 × 1944 resolution, Fixed Lens
•  BLC,DNR,Smart IR,
•  True Day/Night,AGC
•  OSD menu up the coax via cable
•  EXIR up to 20m IR distance
•  IP67
•  Enclosure: Plas��c -Main body: Metal

DS-2CE71H0T-PIRL

CALL

5MP EXIR PIR Bullet Camera
Full time color
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TURBO HD F1 Series (3MP)

TURBO HD F7 Series (3MP) WDR 120db

•  3.0MP high-performance
   CMOS :
   2052(H)*1536 (V), Fixed Lens
•  True Day/Night, DNR, Smart IR
•  OSD menu up the coaxial cable
•  EXIR up to 20m IR distance
•  IP66 weatherproof

DS-2CE56F1T-ITM

CALL

3MP EXIR Turret Camera

•  3.0MP high-performanceCMOS :
   2052(H)*1536 (V) , Fixed Lens
•  True Day/Night,DNR, smart IR
•  OSD menu up the coaxial cable
•  EXIR up to 20m IR distance
•  IP66 weatherproof

DS-2CE56H0T-IT1F

CALL

3MP EXIR Turret Camera

•  3.0MP high-performance CMOS :
   2052(H)*1536 (V), Fixed Lens
•  True Day/Night, DNR, smart IR
•  OSD menu up the coaxial cable
•  EXIR up to 40m IR distance
•  IP66 weatherproof

DS-2CE56F1T-IT3

10.820.000 R

3MP EXIR Turret Camera

•  3.0MP high-performance CMOS :
   2052(H)*1536 (V) ,Fixed Lens
•  True Day/Night, DNR, smart IR
•  OSD menu up the coax via cable
•  EXIR up to 20m IR distance
•  IP66

DS-2CE16F1T-IT

CALL

3MP EXIR Bullet Camera

•  3.0MP high-performance
   CMOS :2052(H)*1536 (V) ,Fixed Lens
•  True Day/Night, DNR, smart IR
•  OSD menu up the coax via cable
•  EXIR up to 20m IR distance
•  IP66 weatherproof

DS-2CE16F1T-IT1

CALL

3MP EXIR Bullet Camera

•  3.0MP high-performance
   CMOS :2052(H)*1536 (V),
   Fixed Lens
•  True Day/Night, DNR, smart IR
•  OSD menu up the coax via cable
•   EXIR up to 40m IR distance
•   IP66 weatherproof

DS-2CE16F1T-IT3

CALL

3MP EXIR Bullet Camera

•  3.0MP high-performance CMOS :
   2052(H)*1536 (V), Fixed Lens
•  True Day/Night, DNR, smart IR
•  OSD menu up the coax via cable
•  EXIR up to 80m IR distance
•  IP66 weatherproof

DS-2CE16F1T-IT5

CALL

3MP EXIR Bullet Camera

•  3.0MP high-performance CMOS :
   2052(H)*1536 (V)
•  2.8-12mm Motorized Lens
•  True WDR 120 db
•  True Day/Night, DNR, smart IR
•  OSD menu up the coax via cable
•  EXIR up to 40m IR distance
• IP66

DS-2CE16F7T-IT3Z

CALL

3MP Motorized Lens Camera
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•  5 Megapixel high-performance
•  2560 × 1944 resolu�on
•  True Day/Night ,BLC , AGC
•  OSD menu, DNR, Smart IR
•  EXIR up to 80m IR distance
•  IP67 weatherproof
•  4-in-1 video output (switchable
   TVI/AHD/CVI/CVBS)

DS-2CE16H0T-IT5F

12.571.800 R

5MP EXIR Bullet Camera



TURBO HD D8 Series (1080P)

•  2.0MP high-performance CMOS : 1928(H)*1088(V) , Fixed Lens
•  True WDR , up to 120dB
•  True Day/Night, 3D DNR, ICR
•  OSD menu up the coax via cable
•  20m smart IR distance
•  IP66 weatherproof
•  Poc Support
•  Ultra Low Light , 0.005 LUX

DS-2CE56D8T-ITME

13.860.000 R

HD1080P EXIR Turret Camera

•  2.0MP high-performance CMOS :1928(H)*1088(V) , Fixed Lens
•  True WDR , up to 120dB
•  True Day/Night, 3D DNR, ICR
•  OSD menu up the coax via cable
•  20m smart IR distance
•  IP66 weatherproof
•  Poc Support
•  Ultra Low Light , 0.005 LUX

DS-2CE56D8T-IT1E

14.550.000 R

HD1080P EXIR Turret Camera

•  2.0MP high-performance CMOS :1928(H)*1088(V) , Fixed Lens
•  True WDR , up to 120dB
•  True Day/Night, 3D DNR, ICR
•  OSD menu up the coax via cable
•  20m smart IR distance
•  IP67 weatherproof
•  Poc Support
•  Ultra Low Light , 0.005 LUX

DS-2CE16D8T-ITE

CALL

HD1080P EXIR Bullet Camera

DS-2CE16D8T-IT3ZE

•  2.0MP high-performance CMOS :1928(H)*1088(V)
•  2.8-12mm Motorized Auto-focuslens
•  True WDR , up to 120dB
•  True Day/Night, DNR
•  OSD menu up the coax via cable
•  40m smart IR distance , IP66
•  Ultra Low Light , 0.005 LUX

CALL

HD1080P Motorized Lens

•  2.0MP high-performance CMOS :1928(H)*1088(V) , Fixed Lens
•  True WDR , up to 120dB
•  True Day/Night, DNR
•  OSD menu up the coax via cable
•  40m smart IR distance
•  IP66 weatherproof
•  Poc Support
•  Ultra Low Light , 0.005 LUX

DS-2CE16D8T-IT3E

CALL

HD1080P EXIR Bullet Camera
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TURBO HD D0 Series (1080P) POC support

•  2.0MP high-performance CMOS:
   1920(H)*1080(V), Fixed Lens
•  True Day/Night, DNR, Smart IR
•  20m IR distance with EXIR POC
•  IP66 weatherproof

DS-2CE56D0T-IT1E

8.780.000 R

HD1080P EXIR Turret Camera

•  2.0MP high-performance CMOS:1920(H)*1080(V) , Fixed Lens
• True Day/Night, DNR, Smart IR
• 40m IR distance with EXIR POC
• IP66 weatherproof

DS-2CE56D0T-IT3E

9.210.000 R

HD1080P EXIR Turret Camera

•  2.0MP high-performance CMOS:
   1920(H)*1080(V) , Fixed Lens
•  True Day/Night, DNR, Smart IR
•  20m IR distance with EXIR
•  IP66 weatherproof

DS-2CE56D0T-IPF

5.060.000 R

HD1080P EXIR Turret Camera

•  2.0MP high-performance CMOS:1920(H)*1080(V) , Fixed Lens
•  True Day/Night, DNR, Smart IR
•  40m IR distance with EXIR
•  IP66 weatherproof

DS-2CE56D0T-IT3

CALL

HD1080P EXIR Turret Camera
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•  2.0MP high-performance CMOS:1920(H)*1080(V), Fixed Lens
•  True Day/Night, DNR, Smart IR
•  20m IR distance
•  IP66 weatherproof

DS-2CE16D0T-IF

6.240.000 R

HD1080P Bullet Camera

•  1.0MP high-performance CMOS:
   1920(H)*1080(V), Fixed Lens
•  True Day/Night, DNR, Smart IR
•  20m IR distance
•  IP66 weatherproof

DS-2CE16C0T-IRP

5.130.000 R 4.080.000 R

HD720P Bullet Camera

•  2.0MP high-performance CMOS:1920(H)*1080(V), Fixed Lens
•  True Day/Night, DNR, Smart IR
•  20m IR distance with EXIR POC
•  IP66 weatherproof

DS-2CE16D0T-IT1E

CALL

HD1080P EXIR Bullet Camera

•  2.0MP high-performance CMOS :
  1928(H)*1088(V) POC
•  2.8-12mm Vari-focul lens
•  True Day/Night, DNR
•  OSD menu up the coax via cable
•  40m smart IR dist ance , IP66

DS-2CE16D0T-VFIR3E

14.080.000 R

HD1080P Vari-focul Lens

•  2.0MP high-performance CMOS :1928(H)*1088(V)
•  2.8-12mm Vari-focul lens
•  True Day/Night, DNR
•  OSD menu up the coax via cable
•  40m smart IR distance , IP66

DS-2CE56D0T-VFIR3F

16.840.000 R

HD1080P Vari-focul Lens

•  1.0MP high-performance CMOS:1920(H)*1080(V), Fixed Lens
•  True Day/Night, DNR, Smart IR
•  20m IR distance
•  IP66 weatherproof

DS-2CE56C0T-IRP(F)
HD720P Turret Camera



TURBO HD Speed Dome Hikvision (1.3MP&2 MP)
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•  1.3MP CMOS Image Sensor
•  HD Video Output , resolution:1280x960
•  23X optical zoom, 16X digital zoom
•  Up the Coax function
•  Privacy Masking , 3D DNR , ICR
•  3D intelligent posi��oning
•  IP66 standard (outdoor dome)
•  No IR..DWDR

DS-2AE5123T-A

CALL

1.3MP Speed Dome Camera

•  2MP CMOS Image Sensor� 
•  1280x720/1920x1080
•  23X Optical Zoom
•  DWDR
•  3D intelligent positioning function
•  Up to 150m IR distance
•  Support Turbo HD and CVBS output

DS-2AE5223TI-A

CALL

2MP Speed Dome Camera

•  2MP High performance 1/3" CMOS
•  1080P Video Output , resolution: 1920 × 1080
•  30X optical zoom, 16X digital zoom
•  150m IR distance
•  Privacy Masking, 3D DNR . D WDR, BLC . EIS
•  IR cut filter
•  Support up the coax function
•  TVI and CVBS dual output
•  IP66 stndard (outdoor dome)
•  3D intelligent positioning function
•  Support Turbo HD and BNC output
•  Support up the coax function
• True Day&Night

DS-2AE7230TI-A

CALL

2MP Speed Dome Camera

•  High performance 1/3" CMOS
•  Max. image resolution: 1280 × 720
•  Min. illumination: Color: 0.05Lux @ (F1.6,AGC ON)
   B/W: 0.005Lux @ (F1.6, AGCON); 0 Lux with IR
•  23× optical zoom, focal length 4-92mm
•  16× digital zoom
•  120m IR distance
•  IR cut filter
•  3D DNR, Digital WDR, BLC
•  TVI and CVBS dual output

DS-2AE7123TI-A

CALL

1.3MP Speed Dome Camera

Region Exit Region Entrance

ADVANCED

INTELLiGENCE



TURBO HD 4 Channel DVR
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•  4ch (HD TVI/HDCVI/ AHD / analog) camera + 1ch
   IP camera Up to 2MP (Up to 5-ch camera)
•  1-ch audio input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 4MP
•  Recording : Full channel at up to 4MP lite
•  Synchronous Playback: 4-ch
•  1SATA Up to 10TB for each disk, 2 USB2.0

DS-7204HQHI-K1

22.180.000 R

•  4ch (HD TVI/HDCVI/ AHD / analog) camera + 1ch
   IP camera Up to 2MP (Up to 5-ch camera)
•  1-ch audio input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : 8 MP HDTVI video input
•  Recording : full channel at up to 8MP @12FPS
•  Synchronous Playback: 4-ch
•  Up to 2-ch 8 MP IP cameras input
•  1SATA Up to 10TB for each disk, 2 USB2.0

DS-7204HTHI-K1

41.570.000 R

TURBO HD POC 4 Channel DVR

•  4ch (HD TVI/HDCVI/ AHD / analog) camera + 1ch IP
   camera Up to 2MP (Up to 10-ch camera)
•  1ch audio input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 5MP
•  Recording : full channel at up to 5MP
•  Synchronous Playback: 4-ch
•  poc support 4-ch
• 1SATA Up to 10TB for each disk, 2 USB2.0

DS-7204HUHI-K1/P

39.210.000 R

CALL

•  4ch (HD TVI/HDCVI/ AHD / analog) camera +
   1ch IP camera Up to 2MP (Up to 5-ch camera)
•  4-ch audio input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 5MP
•  Recording : full channel at up to 5MP
•  Synchronous Playback: 4-ch
•  1SATA Up to 10TB for each disk, 2 USB2.0•  True Day/Night, DNR, Smart IR
•  20m IR distance with EXIR POC
•  IP66 weatherproof

DS-7204HUHI-K1



TURBO HD 8 Channel DVR
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•  8ch (HD TVI/HDCVI/ AHD / analog) camera + 2ch
   IP camera Up to 2MP (Up to 10-ch camera)
•  1ch audio input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 4MP
•  Recording : Full channel at up to 4MP lite
•  Synchronous Playback: 8-ch
•  1SATA Up to 10TB for each disk, 2 USB2.0

DS-7208HQHI-K1/ECO

CALL

• 8ch (HD TVI/HDCVI/ AHD / analog) camera + 2ch
   IP camera Up to 2MP (Up to 10-ch camera)
•  1ch audio input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 8MP
•  Recording : full channel at up to 8MP
•  Synchronous Playback: 8-ch
•  1SATA Up to 10TB for each disk, 2 USB2.0

DS-7208HUHI-K1

CALL

•  8ch (HD TVI/HDCVI/ AHD / analog) camera + 1ch IP
   camera Up to 2MP (Up to 5-ch camera)
•  Up to 2/4-ch 8 MP IP cameras input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : 8 MP HDTVI video input
•  Recording : full channel at up to 8MP @12FPS
•  Synchronous Playback: 8-ch
•  Up to 2-ch 8 MP IP cameras input
•  2 SATA interface (up to 10TB capacity per

DS-7208HTHI-K2

80.830.000 R

•  8ch (HD TVI/HDCVI/ AHD / analog) camera + 2ch
   IP camera Up to 2MP (Up to 10-ch camera)
•  1ch audio input / POC
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 8MP
•  Recording : full channel at up to 8MP
•  Synchronous Playback: 8-ch
•  2SATA Up to 10TB for each disk, 2 USB2.0

DS-7208HUHI-K2/P

73.140.000 R

•  8ch (HD TVI/HDCVI/ AHD / analog) camera + 2ch IP
   camera Up to 2MP (Up to 10-ch camera)
• 1ch audio input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 4MP
•  Recording : Full channel at up to 4MP lite
•  Synchronous Playback: 8-ch
•  1SATA Up to 10TB for each disk, 2 USB2.0

DS-7208HQHI-K1

33.450.000 R

•  8ch (HD TVI/HDCVI/ AHD / analog) camera + 2ch IP camera Up to 6MP
•  Video Compression: H.264+ , H.264
•  Live view : full channel 2MP lite
•  Recording : Full channel at up to 2MP lite
•  Synchronous Playback: 8-ch
•  1SATA Up to 6TB for each disk, 2 USB2.0

DS-7208HGHI-K1

CALL

•  8ch (HD TVI/HDCVI/ AHD / analog) camera + 2ch
   IP camera Up to 6MP
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 4MP
•  Recording : Full channel at up to 4MP lite
•  Synchronous Playback: 8-ch
•  1SATA Up to 6TB for each disk, 2 USB2.0

DS-7108HQHI-K1

30.820.000 R



TURBO HD D0 Series (1080P) POC support

TURBO HD 24 CHANNEL DVR

TURBO HD 32 CHANNEL DVR
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•16-ch (HD TVI/HDCVI AHD analog) camera +
2ch IP camera Up to 2MP (Up to 18-ch camera)
•1-ch audio input
•Video Compression: H.265 PRO+ , H.265+
•Live view : full channel 4MP
•Recording : Full channel at up to 4MP lite
•Synchronous Playback: 16-ch
•HDMI output at up to 4K
• Long distance transmission over UTP and
coaxial cable
•1SATA Up to 10TB for each disk, 2 USB2.0

DS-7216HQHI-K1.. H.265 PRO+
DS-7216HQHI-K1 ECO.. H.265 PRO

57.380.000 R

•  16-ch (HD TVI/HDCVI /AHD analog) camera +
   2ch IP camera Up to 6MP (Up to 18-ch camera)
•  1-ch audio input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 4MP lite
•  Recording : Full channel at up to 4MP lite
•  Synchronous Playback: 16-ch
•  HDMI output at up to 1080P
•  Long distance transmission over UTP and coaxial cable
•  1SATA Up to 6TB for each disk, 2 USB2.0

DS-2CE16D0T-IF

6.240.000 R

•  16-ch (HD TVI/HDCVI/ AHD / analog) camera + 2ch
   IP camera Up to 2MP (Up to 18-ch camera)
•  4-ch audio input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 8MP
•  Recording : full channel at up to 8MP
•  Synchronous Playback: 16-ch
•  HDMI output at up to 4K
•  Long distance transmission over UTP and coaxial cable
•  2 SATA Up to 10TB for each disk, 2 USB2.0

DS-7216HUHI-K2

101.740.000 R

•  32-ch (HD TVI/HDCVI AHD analog) camera +
   4ch IP camera Up to 2MP (Up to 18-ch camera)
•  1-ch audio input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 4MP
•  Recording :Full channel at up to 4MP lite
•  Synchronous Playback: 16-ch
•  HDMI output at up to 4K
•  Long distance transmission over UTP and coaxial cable
•  2 SATA Up to 10TB for each disk, 2 USB2.0

DS-7232HQHI-K2

110.540.000 R

•  16-ch (HD TVI/HDCVI/ AHD / analog) camera + 2ch
    IP camera Up to 5MP (Up to 18-ch camera)
•  4-ch audio input
•  Video Compression: H.265 PRO , H.265+
•  Live view : full channel 2MP lite
•  Recording : full channel at up to 2MP lite
•  Synchronous Playback: 16-ch
•  HDMI output at up to 1080P
•  Long distance transmission over UTP and coaxial cable
•  1 SATA Up to 10TB for each disk, 2 USB2.0

DS-7216HGHI-K1

32.360.000 R

•  24-ch (HD TVI/HDCVI AHD analog) camera +
   4ch IP camera Up to 2MP (Up to 18-ch camera)
•  1-ch audio input
•  Video Compression: H.265 PRO+ , H.265+
•  Live view : full channel 4MP
•  Recording :Full channel at up to 4MP lite
•  Synchronous Playback: 16-ch
•  HDMI output at up to 4K
•  Long distance transmission over UTP and coaxial cable
•  2 SATA Up to 10TB for each disk, 2 USB2.0

DS-7224HQHI-K2

87.581.000 R


