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EASY IP  HIKVISION   … 

 

 

 

 

 
 

 

 

 

  
 

 

 

 

 

 

 
 

 
 
 

 
 

 

 

 

 Easy IP  Hikvision 

. 

 Ethernet 

 NVR  PoE

 NVR  Ethernet . 

 

  
 

Easy IP NVR Wi-Fi 
NVR PoE    

IP  
  

PLUG & PLAY( 
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 DS-2CD2Q21FD-IW 
2MP IR Wi-Fi  
 
 
 
 
 
 
•2MP real-time resolution ,Full HD:  
  1920x1080:25fps  
•Two video streams ,2.8mm fixe  
•5m IR range, ICR  .Rotate Mode 
• BLC, DWDR,3D DNR, Intrusion 
Detection, Line Crossing Detection  
•Wi-Fi with WPS connec on, ROI       
•Build-in MIC And Speaker  
•Support storage up to 128GB 
•DC 12V  ± 10%   
 

 DS-2CV2U21FD-IW 
 

2MP IR Wi-Fi  
 
 
 
 
 
•2MP real-time resolution ,Full HD:  
  1920x1080:25fps  
•Two video streams ,2.8mm fixe  
•5m IR range, ICR  .Rotate Mode 
• BLC, DWDR,3D DNR, Intrusion 
Detection, Line Crossing Detection  
•Wi-Fi with WPS connec�on, ROI       
•Build-in MIC And Speaker  
•Support storage up to 128GB 
•DC 12V  ± 10%   
  
 

 DS-2CD2Q10FD-IW 
1MP IR Mini PT  
 
 
 
 
•1.0Mp, HD720p, INDOOR: 
1280 × 720 : 25fps 
•10m IR range  ICR 
•Motorized Pan/tilt rotation 
•H.264/MJPEG, dual-stream 
•DC5V, DWDR, 3D DNR, BLC, 
Intrusion Detec�on 
•Wi-Fi with WPS connec on,  PIR, 
MIC And Speaker  
• On-board card slot (up to 64 GB) 
, Audio/Alarm IO  

 

      

24.870.000  R 17.300.000 R R 

 

 

IPC Easy ip 2&1 MP 

 

 
 

 

 
 

 DS-1681ZJ  

 
 
 
 
 

 

Thread adapter

• Colour: White
• Size : 176.8*194*419.5mm
• Weight:1 kg
• Material: Aluminium Alloy

 

 

 DS-1662ZJ  
 

  
 
 
 
 

Pendent Mount Bracket

• Aluminum alloy material with surface
spray treatment
• General design for indoor/outdoor
• Design of cable entrance hole
• Be�er water proof with rubber pad 
design
• With safety rope, the assembling is 
safer and more convenient

 
 

  

 
  
 

 DS-1602ZJ  
  

 
 
 

 
Wall mount

•Wall Mount
•Aluminum alloy
•Hikvision White

      

5.700.000  R 7.160.000 R  

DS-1661ZJ  
  

 

 

• Aluminum alloy material with surface
spray treatment
•General design for indoor/outdoor
• Design of cable entrance hole
• Be�er water proof with rubber pad
design
• With safety rope, the assembling is
safer and moreconvenient

 
 

 

Accessories  

2.080.000 R 6.240.000 R

 

 
 

 DS-1LN6-UE-W  

 
 
 
 
 

 

CAT6 Network Cables

•Full diameter 305 m CAT6 network
 cable
•Core diameter: 0.53mm
•Excellent transmission performance
 using solid copper
•Quality verified by Fluke test
•Guaranteed long PoE transmission 
distance

305 m CAT5E UTP Network Cable 
(Solid Copper, 0.5 mm, CM)

•Full diameter 305 m CAT6 network cable
•Core diameter: 0.565mm
•Excellent transmission performance using
 solid copper
•Quality verified by Fluke test
•Guaranteed long PoE transmission 
distance

 

 

 DS-1100KI  
 

  
 
 
 
 

Network Keyboard

• 7’’ TFT touch screen at 800×480 resolu�on
• Speed dome, video decoder & DVR control
• 1-ch HD video stream decoding at 1080p
• Support 15 users, and each can operate up
 to 256 devices
• USB 2.0 interface for video backup

 
 

  

 
  
 

 DS-1005KI  
  

 
 
 

 
USB Keyboard with Joys�ck 

• Power Supply and Communica�on by 
USB Port Directly
• 3D PTZ Control and 2 Joys�ck Control
 Bu�ons
• Up to 15 Programmable Bu�ons Are
 Available
• Supports Digital Tube To Display the
 Input Content

      

69.280.000  R 289.080.000 R  

DS-1LN6-UU  
  

 

 
 

 

 

Accessories  

39.110.000 R 43.050.000 R
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DS-2CD1723G0-I 
2 MP IR VF Dome  

H.265+ 
 
 
 
•2MP resolution                              
Full HD: 1920 × 1080@25fps 
•(2.8-12)mm varifocal lens 
•30m IR range , ICR, DWDR 
•Dual stream , BLC, 3D DNR 
•Support  storage up to 128GB       
•DC 12v &PoE , IP67, IK10 

 DS-2CD1623G0-I (Z) 
2MP IR VF Bullet  

H.265+ 

 
 
 
•2MP resolution                             
Full HD: 1920 × 1080@25fps 
•(2.8-12)mm varifocal lens , 
(Z) MOTORIZED LENS 
•30m IR range , ICR, DWDR 
•Dual stream , BLC, 3D DNR 
•Support  storage up to 128GB       
•DC 12v &PoE, IP67 

  

 DS-2CD1123G0-I 
2 MP IR Fixed Dome 

H.265+ 
 
 
 
 
•2MP resolution                             
Full HD: 1920 × 1080@25fps 
•Dual stream , BLC, 3D DNR      
•30m IR range , ICR, DWDR 
•DC 12v &PoE, IP67, IK10 

 

 DS-2CD1023G0-I 
2MP IR Fixed Bullet  

H.265+ 

 
 
 
 
•2MP resolution                           
Full HD : 1920 × 1080@25fps 
•30m IR range , ICR, DWDR 
•Dual stream , BLC, 3D DNR      
•DC 12v &PoE,  IP67 
 
 
 
 

 
 

DS-2CD2720F-I 
2MP IR VF Dome 
 
 
 
 
•2MP real-tme resolution  ,         
Full HD:1920 x 1080@25fps 
•(2.8-12)mm varifocal lens 
•30m IR range, ICR  
• BLC, DWDR,3D DNR 
•Support  storage up to 128GB 
•Vandal-proof 
•DC 12v &PoE, IP66 , IK10 

 DS-2CD2520 F-I 
2MP Mini Dome 
 
 
 
 
 

 
•2MP High resolution,         
Full HD: 1920 x 1080@25fps 
•DC 12v &PoE ,ICR, IP66 
• BLC,3D DNR, Intrusion 
Detection, Line Crossing Detection  
•Support  storage up to 128GB  
• DC 12v &PoE, IP66, IK08 
 
 

 DS-2CD2632F-I 
3MP Vari-focal IR Bullet Camera 

 
•2048×1536 
•2.8 - 12 mm @ F1.4,Angle of 
•view: 98.4°-30.2° 

•H.264/MJPEG/H.264+ 
•30 fps (1920 × 1080, 1280 × 
•960, 1280 × 720) 
•30 meters 
•12 VDC ± 10%, PoE 
 
 

 DS-2CD2020-I 
2MP IR Fixed Bullet 
 
 
 
 
•2MP real-tme resolution  ,       
Full HD: 1920x1080@25fps 
•30m IR range, ICR 
• BLC, DWDR,3D DNR, Intrusion 
Detection, Line Crossing Detection 
•DC 12v &PoE, IP66 
 

 

DS-2CD2523G0-IS 
2MP IR Fixed mini Dome 

H.265+ 

 
 
 
•2MP resolution,                           
Full HD: 1920 × 1080@30fps 
•10m EXIR range ,ICR, 120dB WDR 
•Three streams , BLC, 3D DNR  
•2 Behavior analyses     
•Color: 0.01 Lux 
•audio/Alarm support 
•Support  storage up to 128GB  
•DC 12v &PoE, IP67, IK08 

 DS-2CD2423G0-IW 
2MP IR Cube Wi-Fi  
H.265+ 

 
 
 
 

•2MP real-�me resolu� on ,         
Full HD:1920 x 1080@30fps 
•10m PIR range, ICR , 120dB WDR 
• BLC,3D DNR, Intrusion Detection, 
Line Crossing Detection  
•Support  storage up to 128GB  
•audio/Alarm IO Mic and Speaker  
•DC 12v &PoE, indoor  
 

 DS-2CD2123G0-IS 
2MP IR Fixed Dome 

H.265+ 

 
 
 
•2MP resolution,                           
Full HD: 1920 × 1080@30fps 
•30m IR range , ICR, 120dB WDR 
•Three streams , BLC, 3D DNR      
•2 Behavior analyses 
•Color: 0.01 Lux 
•audio/Alarm support 
•Support  storage up to 128GB  
•DC 12v &PoE, IP67, IK10 
 

 DS-2CD2023G0-I 
2MP IR Fixed Bullet 

H.265+ 

 
 
 
•2MP resolution,                           
Full HD: 1920 × 1080@30fps 
•30m IR range , ICR, 120dB WDR 
•Three streams , BLC, 3D DNR      
•2 Behavior analyses 
•Color: 0.01 Lux 
•Support  storage up to 128GB  
•DC 12v &PoE, IP67, IK10 
 
 

45.940.000 R (Z) R 

R 

28.270.000 R 

CALL  

31.450.000 R 

IPC Easy ip 1.0  Series  2MP 

 
2 

3  Easy IP 1.0 & 2.0 & 2.0+ 

IPC Easy ip 2.0  & 3.0 Series  
2MP 

IPC Easy ip 2.0+  Series  2MP 

CALL  

20.140.000 R 

 
21.560.000 R 

 

R 33.920.000 R 

48.060.000 R 
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DS-2CD1743G0-I
4MP IR WDR  Vari-focal  

H.265+ 
 
 
 
 
 
 

• 4MP resolution , 
 2560× 1440@20fps 
•(2.8-12)mm varifocal lens 
•30m IR range , ICR , 120dB WDR 
• Dual stream, BLC/3D DNR 
•Color: 0.01 Lux  
•DC 12v &PoE , IP67, IK10 

 DS-2CD1643G0-I
4MP IR WDR  Vari-focal  

H.265+ 
 
 
 
 
 
 

• 4MP resolution , 
2560× 1440@20fps 
•(2.8-12)mm varifocal lens 
•30m IR range , ICR , 120dB WDR 
• Dual stream, BLC/3D DNR 
•Color: 0.01 Lux  
•Support  storage up to 128GB 
•DC 12v &PoE , IP67 

 DS-2CD1143G0-I
4MP IR Fixed Dome 

H.265+ 
 
 
 
 

• 4MP resolution , 
 2560× 1440@20fps 
•30m IR range , ICR , DWDR 

• Dual stream ,BLC , 3D DNR 
•DC 12v &PoE , IP67, IK10  
 

 DS-2CD1043G0-I 
4MP IR Fixed Bullet   

H.265+ 
 
 

 
• 4MP resolution , 
 2560× 1440@20fps 
• Up to30m IR range , ICR , DWDR 

• Dual stream,BLC ,3D DNR 
• DC 12v &PoE,  IP67 
 

 
DS-2CD2542FWD -IS 

4MP IR Fixed mini Dome 

H.264+ 
 
 
•4MP  resolution  ,                        
Full HD: 2688 x 1520:20fps 
•10m EXIR range, ICR , 120dB 
WDR 
•DC 12v &PoE, IP67 
• BLC,3D DNR, Intrusion 
Detection, Line Crossing  
•Support  storage up to 128GB 
•audio/Alarm IO Mic  
• DC 12v &PoE, IP67, IK08 
 
 

 DS -2CD2443G0-IW

4MP IR Cube Wi-Fi  
H.265+ 

 
 
 
 

•4MP resolution ,                          
Full HD: 2688 x 1520:20fps 
•10m IR range, ICR , 120dB WDR 
• BLC, DWDR,3D DNR, Intrusion 
Detection, Line Crossing Detection    
•Support  storage up to 128GB  
•audio/Alarm IO Mic and Speaker  
•DC 12v &PoE, indoor  
 
 

 DS-2CD2342WD-I
4MP EXIR Fixed Dome  

H.264+ 
 

 
 
•4MP  resolution ,                         
Full HD: 2688 x 1520:20fps 
•30m IR range, ICR , 120dB WDR 
• BLC,3D DNR, Intrusion D 
etection, Line Crossing Detection  
•DC 12v &PoE, IP66 
 

 DS-2CD2042WD-I
4MP IR Fixed Bullet 

H.264+ 
 

 
 
•4MP  resolution ,                        
Full HD: 2688 x 1520:20fps  
•30m IR range, ICR , 120dB WDR 
• BLC,3D DNR, Intrusion 
Detection, Line Crossing  
•DC 12v &PoE, IP67 
 

 
DS-2CD2543G0 -IS 
4MP IR Fixed Bullet  

H.265+ 
 
 
•4MP resolution ,                            
2688 × 1520 @30fps  
•10m EXIR range , ICR, 120dB 
WDR 
•Three streams , BLC, 3D DNR      
•2 Behavior analyses 
•Color: 0.01 Lux 

•audio/Alarm IO Mic  
•Support  storage up to 128GB  
•DC 12v &PoE, IP67, IK08 

 DS -2CD2T43G0-I5
4MP IR Fixed Bullet 

H.265+ 
 
 
 
 
•4MP resolution  ,                         
2688 ×1520@30fps 
•50m IR range , ICR, 120dB WDR 
•Three streams , BLC, 3D DNR      
•2 Behavior analyses 
•Color: 0.01 Lux 
•audio/Alarm support 
•Support  storage up to 128GB  
•DC 12v &PoE, IP67, IK10 
 

 DS -2CD2143G0-IS
4MP IR Fixed Dome 

H.265+ 
 
 
 
•4MP resolution ,                              
2688 × 1520 @30fps  
•30m IR range , ICR, 120dB WDR 
•Three streams , BLC, 3D DNR      
•2 Behavior analyses 
•Color: 0.01 Lux 
•audio/Alarm support 
•Support  storage up to 128GB  
•DC 12v &PoE, IP67, IK10 
 

 DS-2CD2043G0-I
4MP IR Fixed Bullet  

H.265+ 
 
 
 
•4MP resolution ,                            
2688 × 1520 @30fps  
•30m IR range , ICR, 120dB WDR 
•Three streams , BLC, 3D DNR      
•2 Behavior analyses 
•Color: 0.01 Lux 
•audio/Alarm support 
•Support  storage up to 128GB  
•DC 12v &PoE, IP67, IK10 
  
 

27.560.000 R 28.980.000 R 49.470.000 R 44.520.000 R

R R 34.980.000 R  R

IPC Easy ip 1.0 Series  4MP 

 
4   

3 Easy IP +2.0 & 2.0 & 1.0 
 
 

IPC Easy ip 2.0  Series  4MP 

IPC Easy ip +2.0  Series  4MP 

35.920.000 R 36.750.000 R 40.070.000 R  R
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    DS -2CD2743G0-IZS 
4MP IR motorized Dome 

H.265+ 
 
 
 
 

•4MP Vari-focal , 
2688 ×1520@30fps  
•(2.8-12)mm motorized lens 
•30m EXIR range ,ICR, 120dB WDR 
•Three streams , BLC, 3D DNR  
•2 Behavior analyses     
•Color: 0.01 Lux 
•audio/Alarm support 
•sd card up to 128GB  
•DC 12v &PoE, IP67, IK10 
 
 

 DS-2C D2643G0-IZS  
4MP IR motorized Bullet 

H.265+  
 
 
•4MP Vari-focal , 
 2688 ×1520@30fps  
•(2.8-12)mm motorized lens 
•30m EXIR range ,ICR, 120dBWDR 
•Three streams , BLC, 3D DNR  
•2 Behavior analyses     
•Color: 0.01 Lux 
•audio/Alarm support 
•sd card up to 128GB  
•DC 12v &PoE, IP67, IK10 
 

 

DS -2CD2955FWD-IS 
5MP 1800 Panoramic 
 
 
 
 

•5MP resolution Full HD : Full 
•2560 × 1920 @30 fps 
•DC 12v &PoE                                          
•ePTZ control 
•Audio & Alarm optional                       
•Fisheye & PTZ view 
•Support  storage up to 128G 
• BLC, DWDR, 3D DNR, Intrusion  
Detection, Line Crossing 
•Audio and Alarm Inputs and 
Outputs 
 
 

   

 

 

 

 

 

 

 R 74.200.000 R

IPC Easy ip +2.0  Series  4MP 

 
4  

Easy IP 2PLUS  
 
 

87.100.000 R 

 
5  

186 106  
 
 

 
 

mailto:%C3%971520@30fps
mailto:%C3%971520@30fps
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  DS-2CD2352-I 
5MP IR Fixed Dome  

H.264+ 
 
 
 
•5MP resolution :  
  2560 x 1920 : 20fps, Fixed Lens 
•30m EXIR range , ICR 
• BLC, DWDR, 3D DNR, Intrusion      
Detection, Line Crossing Detection 
•DC 12v &PoE, IP66 
 
 

 DS-2CD2152F-IS 
5MP IR Fixed Dome  

H.264+ 
 
 
 
•5MP resolution :  
  2560x1920 : 20fps, Fixed Lens 
•30m IR range , ICR, Microphone 
• BLC, DWDR,3D DNR, Intrusion      
Detection, Line Crossing Detection 
•Support  storage up to 128GB 
• Audio/Alarm  
•DC 12v &PoE, IP66, IK 10 
 
 

 DS-2CD2052-I 
5MP IR Mini Bullet  

H.264+ 

 
 
•5 MP resolution :  
  2560x1920 : 20fps, Fixed Lens 
•30m IR range , ICR 
• BLC, DWDR,3D DNR, Intrusion      
Detection, Line Crossing Detection 
•DC 12v &PoE, IP66 
 

  
 
 
 

   

 

 

 

 

 

 

 

IPC Easy ip 2.0  Series  5MP 

 
5  

Easy IP 2  
 
 

R  R  

 DS-2CD2955FWD-I(S) 
5 MP Network Fisheye  

H.264+ 
 
 

 •Up to 5 megapixel high resolu�on
2560×1920 @30fps
•H.265, H.265+, H.264+, H.264
•Support 14 display modes
•FOV: horizontal field of view 180°, ver�cal
field of view 180°
•Dual video streams
•Digital Noise Reduc�on
• Support on-board storage, up to 128 G

     
 

 
 

R R87.110.00 

 codec  H.264+  Hikvision1/3  
 IP  H.264+ HD1080P 

462GB  

. 

H.264+ 
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DS-2CD2T63G0-I8 
6 MP , IR Fixed  Bullet 

H.265+ 

 
 
 
•6MP resolution :  
3072 × 2048@20 fps 
•80m IR range , ICR , 120dB WDR 
• BLC, 3D DNR, Intrusion      
Detection, Line Crossing Detection 
•Support  storage up to 128GB 
•DC 12v &PoE , IP67 
   

 DS-2CD2T63G0-I5 
6 MP , IR Fixed  Bullet 

H.265+ 

 
 
 

•6MP resolution :  
3072 × 2048@20 fps 
•50m IR range , ICR , 120dB WDR 
• BLC, 3D DNR, Intrusion  Detection, 
Line Crossing Detec�on 
•Support  storage up to 128GB   
 

•DC 12v &PoE , IP67 
 
 

 

DS-2CD2163G0-IS 
6 MP , IR Fixed Dome 

H.265+ 
 
 
 
•6MP resolution :  
3072 × 2048@20 fps 
•30m IR range , ICR , 120dB WDR 
•BLC, 3D DNR, Intrusion  Detec�on, 
Line Crossing Detec�on 
•Support  storage up to 128GB  
•Audio/Alarm support   

•DC 12v &PoE , IP67 
 
 

DS-2CD2063G0-I 
6 MP , IR Fixed  Bullet 

H.265+  
 
      
 
•6MP resolution :  
3072 × 2048@20 fps 
•30m IR range , ICR , 120dB WDR 
• BLC, 3D DNR, Intrusion  Detection, 
Line Crossing Detec�on 
•Support  storage up to 128GB 
•DC 12v &PoE , IP67 
   

 

 DS-2CD2763G0-IZS 
6 MP , IR  Motorized lens 

H.265+ 

 
 
 
 

 
•6MP resolution :  
• 3072 ×2048@20fps  
•(2.8-12)mm motorized lens 
•30m EXIR range ,ICR, 120dBWDR 
•Three streams , BLC, 3D DNR  
•2 Behavior analyses     
•Color: 0.01 Lux 
•audio/Alarm support 
•sd card up to 128GB  
•DC 12v &PoE, IP67, IK10 
 

 DS-2CD2663G0-IZS 
6 MP , IR  Motorized  lens 

H.265+ 

 
 
 
 
•6MP resolution :  
•3072 ×2048@20fps  
•(2.8-12)mm motorized lens 
•30m EXIR range ,ICR, 120dB WDR 
•Three streams , BLC, 3D DNR  
•2 Behavior analyses     
•Color: 0.01 Lux 
•audio/Alarm support 
•sd card up to 128GB  
•DC 12v &PoE, IP67, IK10 
 

 DS-2CD2563G0-IS 
6 MP , IR Fixed Dome 

H.265+ 
 
 
 
•6MP resolution :  
3072 × 2048@20 fps 
•10m EXIR range , ICR , 120dB 
WDR 
•BLC, 3D DNR, Intrusion      
Detection, Line Crossing  
•Support  storage up to 128GB  
•Audio/Alarm  support 
•DC 12v &PoE , IP67 
 

      
    

 

  

IPC Easy ip 2.0+  Series  6MP 

  R 43.820.000 R   R 48.760.000 R 

 
6  

H.265+ 
Easy ip 2PLUS 

 
 
 

 R  R R 
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DS-2CD2T83G0-I8 
8 MP (4K) ,IR Fixed  Bullet 

H.265+ 

 
 
 
•8MP resolution (4K) :  
3840 × 2160@15 fps 
•80m IR range , ICR , 120dB WDR 
•DC 12v &PoE , IP67 
• BLC, 3D DNR, Intrusion      
Detection, Line Crossing Detection 
•Support  storage up to 128GB  
 

 DS-2CD2T83G0-I5 
8 MP (4K) ,IR Fixed  Bullet 

H.265+ 

 
 
 
•8MP resolution (4K) :  
3840 × 2160@15 fps 
•50m IR range , ICR , 120dB WDR 
•DC 12v &PoE , IP67 
• BLC, 3D DNR, Intrusion      
Detection, Line Crossing Detection 
•Support  storage up to 128GB   
1 

 DS-2CD2183G0-IS 
8 MP (4K) ,IR Fixed Bullet 

H.265+ 

 
 
 

 
•8MP resolution (4K)  :  
3840 × 2160@15 fps 
•30m IR range , ICR , 120dB WDR 
•DC 12v &PoE , IP67 
• BLC, 3D DNR, Intrusion      
Detection, Line Crossing Detection 
•Support  storage up to 128GB       
• Audio/Alarm  
 

 DS-2CD2083G0-I 
8 MP(4K) ,IR Fixed  Bullet 

H.265+ 

 
 
  
 
•8MP resolution (4K) :  
3840 × 2160@15 fps 
•30m IR range , ICR , 120dB WDR 
•DC 12v &PoE , IP67 
• BLC, 3D DNR, Intrusion      
Detection, Line Crossing Detection 
•Support  storage up to 128GB   
 

       

DS-2CD2783G0-IZS 
8 MP(4K)  ,IR  Motorized lens 

H.265+ 

 
 
 
 
•8MP resolution  (4K) :  
 3840 ×2160@15fps 
• 2.8 to 12 mm varifocal lens  
•30m EXIR range ,ICR, 120dB WDR 
•Three streams , BLC, 3D DNR  
•2 Behavior analyses     
•Color: 0.01 Lux 
•audio/Alarm support 
•sd card up to 128GB  
•DC 12v &PoE, IP67, IK10 
 
 

 DS-2CD2683G0-IZS 
8 MP(4K)  ,IR  Motorized lens 

H.265+ 

 
 
 
 
•8MP resolution (4K) :  
 3840 ×2160@15fps 
• 2.8 to 12 mm varifocal lens  
•30m EXIR range ,ICR, 120dB WDR 
•Three streams , BLC, 3D DNR  
•2 Behavior analyses     
•Color: 0.01 Lux 
•audio/Alarm support 
•sd card up to 128GB  
•DC 12v &PoE, IP67, IK10 
 

 
 

  
   

      

    
 

  

IPC Easy ip 2.0+  Series  8MP 

 
8 (4K) 

H.265+ 
Easy ip 2PLUS 

 
 
 

51.590.000 R R 57.950.000 R   R 

R R 
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DS-7104NI-Q1/M 
Embedded 1U NVR 
H.265+ 
 
 
 

•40Mbps Bit Rate Input (up to 4-
ch IP video) 
•Up to 6 Megapixels resolution 
•Input bandwidth:40Mbps 
•Output bandwidth:60Mbps 
•1 SATA up to 6tb 
•Network interface: 1 RJ 45 
1000M 
•Decoding capability:41920*1080 

  DS-7604NI-K1 
4k Embedded  1U  NVR 
H.265 
 
 
 
•40Mbps Bit Rate Input (up to 4-
ch IP video) 
•Up to 8 Megapixels resolution  
•Input bandwidth:40Mbps 
•Output bandwidth:80Mbps 
•1 SATA up to 6tb 
•Network interface: 1 RJ45 1000M 
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4  
 

 DS-7604NI-Q1   
4k Embedded  1U  NVR 
H.265+ 
 
 
 
•40Mbps Bit Rate Input (up to 4-
ch IP video) 
•Up to 8 Megapixels resolution 
•Input bandwidth:40Mbps 
•Output bandwidth:80Mbps 
•1 SATA up to 6tb 
•Network interface: 1 RJ 45 
1000M 
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4 

  
 

 DS-7604NI-E1 
Embedded  1U  NVR 
H.264+ 
 
 
 
•40Mbps Bit Rate Input Max (up 
to 4-ch IP video) 
•Up to 6 Megapixels resolution 
•Input bandwidth:40Mbps 
•Output bandwidth:80Mbps 
•1 SATA up to 4tb 
•Network interface: 1 RJ 45 
1000M 

 
 
 

 

DS-7104NI-Q1/4P/M  

4k Embedded 1U  POE NVR 
H.265+ 
 
 
 
 
•40Mbps Bit Rate Input (up to 4-
ch IP video) 
•Up to 8 Megapixels resolution 
•Input bandwidth:40Mbps 
•Output bandwidth:60Mbps 
•1 SATA up to 6tb 
•Network interface: 1 RJ 45 
1000M 
•Decoding capability:4-ch 1080P 
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4 
•PoE ports: 4 
 

 DS-7604NI-K1/4P 

4k Embedded 1U  POE NVR 
H.265 
 
 
 
 

•40Mbps Bit Rate Input (up to 4-ch 
IP video) 
•Up to 8 Megapixels resolution 
•Input bandwidth:40Mbps 
•Output bandwidth:80Mbps 
•1 SATA up to 6tb  
•Network interface: 1 RJ 45 1000M 
•Decoding capability:4-ch 1080P 
•HDMI output 1-ch at up 4k 
•Support   H.265+/H.264+/MPEG4  
•PoE ports: 4 
 

 DS-7604NI-Q1/4P 

4k Embedded 1U  POE NVR 
H.265+ 
 
 
 
 
•40Mbps Bit Rate Input (up to 4-ch 
IP video) 
•Up to 8 Megapixels resolution 
•Input bandwidth:40Mbps 
•Output bandwidth:80Mbps 
•1 SATA up to 6tb 
•Network interface: 1 RJ 45 1000M 
•Decoding capability:4-ch 1080P 
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4  
•PoE ports: 4 

 DS-7604NI-E1/4P 

Embedded 1U  POE NVR 
H.264+ 
 
 
 
 
 

•40Mbps Bit Rate Input (up to 4-ch 
IP video) 
•Up to 6 Megapixels resolution 
•Input bandwidth:40Mbps 
•Output bandwidth:80Mbps 
•1 SATA up to 6tb 
•Network interface: 1 RJ 45 
1000M 
•PoE ports: 4 
 

 

NVR 4 Channel   
 

NVR 4 Channel  POE 
 

 R R R 

NVR 

4 
POE & NORMAL 

 
 
 

CALL   R R 16.520.000 R 

 27.290.000 R 
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DS-7108NI-Q1/M 
Embedded mihi  NVR 

H.265+ 
 
 
 
 
 
•80Mbps Bit Rate Input Max (up to 
8-ch IP video) 
•Up to 4 Megapixels resolution 
•Input bandwidth:60Mbps 
•Output bandwidth:60Mbps 
•1 SATA up to 6tb for each disk 
•Network interface: 1 RJ 45 100M 
•HDMI output 1-ch at up 1080 
•Support  H.265+/H.264+/MPEG4 

 DS-7608NI- Q1 
4k Embedded 1U  NVR 

H.265 
 
 
 
 
 
•80Mbps Bit Rate Input Max (up to 
8-ch IP video) 
•Up to 8 Megapixels resolution 
•Input bandwidth:80Mbps 
•Output bandwidth:160Mbps 
•1 SATA up to 8tb for each disk 
•Network interface: 1 RJ 45 1000M 
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4  

 DS-7608NI-k1 
4k Embedded 1U  NVR 

H.265+ 
 
 
   
 
 
•40Mbps Bit Rate Input (up to 8-ch 
IP video) 
•Up to 8 Megapixels resolution 
•Input bandwidth:80Mbps 
•Output bandwidth:80Mbps 
•1 SATA up to 6tb 
•Network interface: 1 RJ 45 1000M  
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4  
 

 DS-7608NI-E2 
Embedded 1U  NVR 
 
 
 

 
 
 
•80Mbps Bit Rate Input Max (up 
to 8-ch IP) 
•Up to 6 Megapixels resolution 
•Input bandwidth: 80Mbps 
•Output bandwidth: 80Mbps 
•2 SATA up to 6tb for each disk 
•Network interface: 1 RJ 45 
1000M 

       

 

 

      

 

DS-7108NI-Q1/8P/M  

4k Embedded 1U  POE NVR 
H.265+ 
 
 
 
 
•40Mbps Bit Rate Input (up to 4-ch 
IP video) 
•Up to 8 Megapixels resolution 
•Input bandwidth:60Mbps 
•Output bandwidth:60Mbps 
•1 SATA up to 6tb 
•Network interface: 1 RJ 45 1000M 
•Decoding capability:4-ch 1080P 
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4 
•PoE ports: 4 

 DS-7608NI-K2/ 8P 

4k Embedded 1U POE NVR 

H.265+ 
 
 
 
 
•80Mbps Bit Rate Input Max (up to 
8-ch IP video) 
•Up to 6 Megapixels resolution 
•Input bandwidth:80Mbps 
•Output bandwidth:160Mbps 
•2 SATA up to 4tb for each disk 
•Network interface: 1 RJ 45 1000M 
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4  
•PoE ports: 8  

 

 DS-7608NI-Q1/ 8P 

4k Embedded 1U POE  NVR 

 H.265+ 
  
 
 
 
•40Mbps Bit Rate Input (up to 8-ch 
IP video) 
•Up to 6Megapixels resolution 
•Input bandwidth:80Mbps 
•Output bandwidth:80Mbps 
•1 SATA up to 6tb 
•Network interface: 1 RJ 45 1000M 
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4  
•PoE ports: 8 

 DS-7608NI-E2/  8P 

Embedded 1U  POE NVR 
 
 
 
 
 
 
 

•80Mbps Bit Rate Input (up to 8-
ch IP video) 
•Up to 6 Megapixels resolution 
•Input bandwidth: 80Mbps 
•Output bandwidth: 80Mbps 
•2 SATA up to 6tb for each disk 
•Network interface: 1 RJ45 1000M 
•PoE ports: 8 

       

 

       

NVR 8 Channel   
 

NVR 8 Channel POE 
 

R 30.730.000 R 31.600.000 R 

NVR 

8 
POE & NORMAL 

 
 
 

20.770.000 R 

R CALL   R 39.680.000 R 
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   DS-7616NI-Q2 
4k Embedded 1U NVR 

H.265 
 
 
 
 

•160Mbps Bit Rate Input (up to 16-
ch IP video) 
•Up to 8 Megapixels resolution  
•Input bandwidth:160Mbps 
•Output bandwidth:160Mbps 
•2 SATA up to 6tb for each disk 
•Network interface: 1 RJ 45 1000M 
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4  

 

 
 
 

DS-7616NI-Q1 
4k Embedded 1U  NVR 

H.265+ 
 
 
 
•40Mbps Bit Rate Input (up to 16-
ch IP video) 
•Up to 8 Megapixels resolution  
•Input bandwidth:160Mbps 
•Output bandwidth:80Mbps 
•1 SATA up to 6tb 
•Network interface: 1 RJ 45 1000M 
•Decoding capability:4-ch 1080P 
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4  
 

 DS-7616NI-E2 
Embedded 1U NVR 
 
 
 
 
•160Mbps Bit Rate Input (up to 16-
ch IP video) 
•Up to 6 Megapixels resolution  
•Input bandwidth:160Mbps 
•Output bandwidth:80Mbps 
•2 SATA up to 6tb for each disk 
•Network interface: 1 RJ 45 1000M 
•Decoding capability:6-ch 1080P 
 
 
 
 

     

 

 

  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 DS-7616NI-Q2/16P   

4k Embedded 1U POE NVR 
H.265+ 

 
 
 
•160Mbps Bit Rate Input (up to 16-
ch IP video) 
•Up to 6 Megapixels resolution  
•Input bandwidth:160Mbps 
•Output bandwidth:80Mbps 
•2 SATA up to 6tb for each disk 
•Network interface: 1 RJ 45 1000M 
•HDMI output 1-ch at up 4k 
•Support  H.265+/H.264+/MPEG4  

•PoE ports: 16 
 

 DS-7616NI-E2/8P 

Embedded 1U POE NVR 
 

 
 
 
•160Mbps Bit Rate Input (up to 16-
ch IP video) 
•Up to 8 Megapixels resolution  
•Input bandwidth:160Mbps 
•Output bandwidth: 80Mbps 
•2SATA up to 6tb for each disk 
•Network interface: 1 RJ45 1000 M 
•Decoding capability:6-ch 1080P 

•PoE ports: 8 
 
 

 

 

       

NVR 16 Channel 7600 
 

NVR 16 Channel POE 7600 Series
 

CALL 37.070.000 R 38.780.000 R 

R 79.000.000 R 

NVR 

16 
POE & NORMAL/2HDD 
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DS-7716NI-Q4   
4k 19-inch Rack-Mounted 1.5U NVR 
H.265 
 
 
 
•160Mbps Bit Rate Input (up to 16-
ch IP video) 
•Up to 8 Megapixels resolution  
•Input bandwidth: 160Mbps 
•Output bandwidth: 160Mbps 
•4 SATA up to 6TB for each disk 
•1 eSATA interface 
•HDMI output 1-ch at up 4k 
•Network interface: 1 RJ 45 
1000Mbps 
•Support  H.265/H.264/MPEG4  

 

 

  DS-7716NI-E4 
19-inch Rack-Mounted 1.5U NVR  
 
 
 
 
•160Mbps Bit Rate Input (up to 16-
ch IP video) 
•Up to 6 Megapixels resolution  
•Input bandwidth: 160Mbps 
•Output bandwidth: 80Mbps 
• 4 SATA up to 6TB for each disk 
•1 eSATA interface 
•Network interface: 1 RJ 45 
1000Mbps 
•Decoding capability:6-ch 1080P 

     

 

 

  
 

     
 

 DS-7716NI-K4/16P   
4k NVR 19-inch Rack-Mounted 1.5U 

POE , H.265 
 
 
 
 

•160Mbps Bit Rate Input (up to 16-
ch IP video) 
•Up to 8 Megapixels resolution  
•Input bandwidth: 160Mbps 
•Output bandwidth: 160Mbps 
•4 SATA up to 6TB for each disk 
•1 eSATA interface 
•HDMI output 1-ch at up 4k 
•Network interface: 1 RJ 45 
1000Mbps 
•Support  H.265/H.264/MPEG4  

•PoE ports: 16 
 
 
 

 DS-7716NI-E4 /16P   
19-inch Rack-Mounted 1.5U NVR  
 
 
 
 
 

•160Mbps Bit Rate Input  (up to 
16-ch IP video) 
•Up to 6 Megapixels resolution  
•Input bandwidth: 160Mbps 
•Output bandwidth: 80Mbps 
•4 SATA up to 6TB for each disk 
•1 eSATA interface 
•Network interface: 1 RJ 45 
1000Mbps 
•PoE ports: 16   

 

NVR 16 Channel 7700 Series 
 

NVR 16 Channel POE 7700 Series
 

R  R 

R 82.950.000 R 

H.265 +  
Hikvision     H.265 +     

  

. 

 

 

NVR 

16 
POE & NORMAL/4HDD 
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DS-7732NI-K4    
4k 19-inch Rack-Mounted 1.5U 
H.265 

 
 
 
 

•256Mbps Bit Rate Input (up to 32-
ch IP video) 
•Up to 8 Megapixels resolution  
•Input bandwidth: 256Mbps 
•Output bandwidth: 160Mbps 
• 4 SATA up to 6TB for each disk 
•1 eSATA interface 
•HDMI output 1-ch at up 4k 
•Network interface: 1 RJ 45 
1000Mbps 
•Support  H.265/H.264/MPEG4  

 
 

  DS-7732NI-Q4 
4k 19-inch Rack-Mounted 1.5U 

H.265 
 

 
 
 

•256Mbps Bit Rate Input (up to 32-
ch IP video) 
•Up to 8 Megapixels resolution  
•Input bandwidth: 256Mbps 
•Output bandwidth: 160Mbps 
• 4 SATA up to 6TB for each disk 
•1 eSATA interface 
•HDMI output 1-ch at up 4k 
•Network interface: 1 RJ 45 
1000Mbps 
•Support  H.265/H.264/MPEG4  

     

 

 

  
 

     
 

 DS-7732NI-K4/16P 
4k 19-inch Rack-Mounted 1.5U 

POE , H.265 
 

 
 

 

 

•256Mbps Bit Rate Input (up to 32-
ch IP video) 
•Up to 8 Megapixels resolution  
•Input bandwidth: 256Mbps 
•Output bandwidth: 160Mbps 
• 4 SATA up to 6TB for each disk 
•1 eSATA interface 
•HDMI output 1-ch at up 4k 
•Network interface: 1 RJ 45 
1000Mbps 
•Support  H.265/H.264/MPEG4  
•PoE ports: 16 
 

 DS-7732NI-Q4/16P 
4k 19-inch Rack-Mounted 1.5U 

POE , H.265 
 

 
 

 

 

•256Mbps Bit Rate Input (up to 32-
ch IP video) 
•Up to 8 Megapixels resolution  
•Input bandwidth: 256Mbps 
•Output bandwidth: 160Mbps 
• 4 SATA up to 6TB for each disk 
•1 eSATA interface 
•HDMI output 1-ch at up 4k 
•Network interface: 1 RJ 45 
1000Mbps 
•Support  H.265/H.264/MPEG4  
•PoE ports: 16   

NVR 32 Channel POE  , 7700 Series 
 

NVR 32 Channel , 7700 Series 
 

148.300.000 R  R 

102.340.000 R 122.410.000 R 

  NVR 

16 
POE & NORMAL/4HDD 
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DS-3E0318P-E  
16 Ports poe    100/10 M 
2 Ports COMBO 1000M  
 
 
 
 
• 16 x 10/100 Mbps Auto-MDIX Ports 
• Optional 820 FT (250 meters ) Extended 
Transmission Mode 
• IEEE 802.3at/af PoE Compliant 
• Up to 30 Wa�s per PoE Port, PoE Power Budget 
230 W 
• 4 kV Surge Protec�on 
• IEEE 802.3x Flow Control Support 
• Plug-and-Play Installation 
• 7.2 Gbps Switching Fabric 
• 2.75 Mbits RAM Data Buffer 
• 4K MAC Address Entries 
• Sturdy Metal Enclosure 
 
 
 
 

 DS-3E0109P-E   
8 Ports poe    100/10 M 
1 Ports uplink 100M  

 
 
 
• 8 x 10/100 Mbps Auto-MDIX Ports 
• Optional 820 FT (250 meters ) Extended 
Transmission Mode 
• IEEE 802.3at/af PoE Compliant 
• Up to 30 WaTTs per PoE Port, PoE Power 
Budget 123 W 
• 4 kV Surge Protec�on 
• IEEE 802.3x Flow Control Support 
• Plug-and-Play Installation 
• 1.8 Gbps Switching Fabric 
• 1.25 Mbits RAM Data Buffer 
• 4K MAC Address Entries 
• Sturdy Metal Enclosure 

 

 DS-3E0105P-E  
4 Ports poe    100/10 M 
1 Ports uplink 100M                                                     

 
 

 
• 4 x 10/100 Mbps Auto-MDIX Ports 
• Optional 820  FT(250 meters ) Extended 
Transmission Mode 
• IEEE 802.3at/af PoE Compliant 
• 30 Wa�s per PoE Port, PoE Power Budget 58 W  
• 4 kV Surge Protec�on 
• IEEE 802.3x Flow Control Support 
• Plug-and-Play Installation 
• 1 Gbps Switching Fabric 
• 448 Kbits RAM Data Buffer 
• K MAC Address Entries 
• Sturdy Metal Enclosure 

DS-3E0326P-E 
24 Ports poe    
2 Ports COMBO 1000M    
 
 
 
 
 
 
• Optional 820 FT ( 250 meters ) Extended 
Transmission Mode 
• 16 x 10/100 Mbps Auto-MDIX Ports 
• IEEE 802.3at/af PoE Compliant 
• Up to 30 WaTTs per PoE Port, PoE Power Budget 
230 W 
• 4 kV Surge Protec�on 
• IEEE 802.3x Flow Control Support 
• Plug-and-Play Installation 
• 8.8 Gbps Switching Fabric 
• 2.75 Mbits RAM Data Buffer 
• 4K MAC Address Entries 
• Sturdy Metal Enclos 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DS-3E0318P-E/M  
16 Ports poe    100/10 M 
2 Ports COMBO 1000M  
 
 
 
 
•16 x 10/100 Base-TX Ethernet ports, one 
10/100/1000 Base-T Ethernet port and one 
10/100/1000 Base-X SFP optical module port 
• Optional 820 FT (250 meters) Extended 
Transmission Mode 
•Ports 1 - 16 are 10/100 Mbps downlink ports 
and comply with IEEE 802.3af and IEEE 802.3at. 
•The maximum of 30W port output PoE power 
and the maximum of 135W total output PoE 
power 
•Support four network modes: Priority, 
Standard, Isolate and Extend 
•4K MAC address and MAC address learning 
•7.2 Gbps backplane bandwidth 
•Store-and-Forward switching 
•All-mental construction 
 

 DS-3E0109P-E/M  
8 Ports poe    100/10 M 
1 Ports uplink 100M  

 
 
 
• 8 x 10/100 Mbps Auto-MDIX Ports 
• Optional 820 � (250 meters ) Extended 
Transmission Mode 
• IEEE 802.3at/af PoE Compliant 
• Up to 30 Wa�s per PoE Port, PoE Power Budget 
123 W 
• 4 kV Surge Protec�on 
• IEEE 802.3x Flow Control Support 
• Plug-and-Play Installation 
• 1.8 Gbps Switching Fabric 
• 1.25 Mbits RAM Data Buffer 
• 4K MAC Address Entries 
• Sturdy Metal Enclosure 

 

100 Mbps Unmanaged PoE Switch 
 

 R  R 30٫200٫000 R 

  POE  
 2   

Unmanaged / Web-managed 
 
 

Coming soon Coming soon R 
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1.  

H.264, MPEG-4, Mo�on JPEG, H.265+, H.265, H.264+, 

2. 

 

3.  

4.  

5.  

6 


